






NOTICE

○NOTE indicates information that may
help or guide you in the operation or
service of the vehicle.
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○Kawasaki Parts and Accessories
have been specially designed for
use on Kawasaki motorcycles. We
strongly recommend that all parts
and accessories you add to your mo-
torcycle be genuine Kawasaki com-
ponents.
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○The data are maintained even if the
battery is disconnected.

○When the figures come to 999999,
the display is locked.





○The data are maintained by the
back-up power even if the ignition
key is turned to “OFF”.

○When the trip meter is reset while
the motorcycle is at a stop, counting
starts as soon as starts moving.

○When the trip meter display reaches
9999.9 (TRIP A) or 999.9 (TRIP B)
while running, the meter is reset to
0.0 and continues counting.

○When the battery is disconnected,
the trip meter display is reset to 0.0.

○The measurement unit of the trip me-
ters can be changed by referring to
the “Setting Menu” in this section.

“ ”

“ ”

“ ”

“ ”

”

”



“ ”

• “ ”

○The data are maintained by backup
power even if the ignition key is
turned off.

○The measurement unit of mileage
can be changed by referring to the
“Setting Menu” item in this section.

○Push the “MODE-A” switch for more
than two seconds while the average
mileage is displayed, and the aver-
age mileage is reset to “– –. –”.
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○The measurement unit of the cruis-
ing range can be changed by refer-
ring to the “Setting Menu” in this
section.











○When the K-ACT ABS indicator light
is flashing, the K-ACT ABS has been
in the low voltage mode (the battery
voltage decreases). When it is in the
low voltage mode, the K-ACT system
does not function, but the ABS func-
tions. The ignition switch is turned off
to recover the K-ACT system. At this
time, the battery must be in the nor-
mal condition. If the low voltage
mode continues, you should have
the K-ACT ABS checked by an au-
thorized Kawasaki dealer.
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○The tail, city and license plate lights
are on whenever the ignition switch
is in the ON position. The headlight
goes on when the starter button is
released after starting the engine.
To avoid battery discharge, always
start the engine immediately after
turning the ignition key to ON.

○ If you leave the ON position on for a
long time, the battery may become
totally discharged.
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Fuel Type and Octane Rating
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○The fuel tank cap cannot be closed
without the key inserted, and the key
cannot be removed unless the cap is
locked properly.

○Do not push on the key to close the
cap or the cap cannot be locked.

○When using the side stand, turn the
handlebar to the left.



○The motorcycle is equipped with a
side stand switch. This switch is de-
signed so that the engine does not
start if the transmission is in gear
and the side stand is down.

Passenger’s Seat Removal
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Rider’s Seat Removal
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Rider’s Seat Installation
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